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PAGE 1, SECTION 3B

CONCRETE, GENERAL
SECTION 3B

CONCRETE ,GENERAL

GENERAL
CONCRETE WORK - GENERAL

CONFORM TO REQUIREMENTS OF GOVERNING BUILDING CODE, HEREINAFTER CALLED UBC, As
MODIFIED AND SUPPLEMENTED HEREIN, "UBC STD" REFERS TO UNIFORM BUILDING CODE
STANDARD,

JCB SUPERVISION & LABORATORY TESTS

SEE SECTION 1G, "INsPECTION & TESTS", FOR DETAILS,
COOPERATE WI‘TH INSPECTOR; FURNISH MATERIALS FOR TESTING |F REQUIRED,

ALTERNATES

SEE SECTION HEADED "BASE BIDS, ADDITIVE BiDS & ALTERNATES,"

FORMS

BOARD FORMS

g rANDARD" GRADE DOUGLAS FIR, SHIPLAP, NOT WIDER THAN 8 INCHES.
CONTRACTOR HAS OPTiON TO USE PLYWOOD FORMS FOR SURFACES AGAINST EARTH, BEHIND FURRING
OR WHEKE. OTHERWISE COVERED.

PLYWCOD FORMS
3/4 incH CFPA "EXT PLYFORM", Cs U5-60,

TREATMENT OF FORMS
(1) BOARD FORHS:
KEEP WET PREVIOUS TO POURING; WET THOROUGHLY JUST BEFORE POURING CONCRETE.,
(2) PLYWOOD FORMS:
COAT WITH APPROVED STAINLESS FORM OlL,
FOR SURFACES TO GE PAINTED, USE MINIMUM QUANTITY OF OIL REQUIRED FOR FORM
REMOVAL,

EVMBEDCED | TEMS

ANCHOR DRIFT PINS. SHALL BE 3/8" o X 6" LONG EMBEDDED 3 INCHES INTO CONCRETE PIER
BLOCK AS DETAILED ON SHEET No, 1, AND OF STANDARD GRADE STEEL COMMON TO THE TRADE.

ANCHOR STEEL STRAPS SHALL BE 4 |NCHES WIDE 20 GAUGE STEEL STRAPS AS DETAILED ON
SHEET No.1, EMBEDDED INTO CONCRETE PIER BLOCKS AS DETAILED,

CONCRETE_INGREDIENTS

ACMIXTURES

DEWEY & ALMY "DAREX", SI1KA "PLASTIMENT", MASTER BUILDERS "PozzoLITH", AIR ENTRAINING
AGENT., ADC, IN PROPORTIONS RECOMMENDED BY MANUFACTURER, WHERE SONJTED ON DRAWINGS,
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PAGE 2, SECTION 3B
CONCRETE, GENERAL

CONCRETE BOND
DEWEY & ALMY "DARAWELD'" OR LARSON PropucTs "WELDCRETE."

ALL OTHER INGREDIENTS
PORTLAND CEMENT, UBC STp, 26~1 TyPe 1.
CONFORM TO BUiLDING CODE FOR ALL OTHER INGREDIENTS.

QUALITY OF CONCRETE

GENERAL
CoNFCRM TO BuiLDiING CoDE,

COMPRESS|VE STRENGTH, IN POUNDS PER SQ. INCH AT AGE OF 28 DAYs:
ForR 2500 # F1C, 5 1/2 sACKs CEMENT/ CU,YD, CONCRETE, FOR ALL WORK.,
FOR ALL OTHER WORK, AS NOTED ON DRAWINGS,

MIXING & PLACING CONCRETE

GENERAL
CONFORM TO BUILDING CODE, AS SUPPLEMENTED HEREIN,
MAX1MUM FREE DROP OF CONCRETE WHILE POURING, SIX FEET.

NOTICE OF INTENTION TO POUR
NOTIFY ARCHITECT AT LEAST 21l HOURS BEFORE AN INTENDED POUR,

COMPACTION
EMPLOY MECHANICAL VIBRATORS SUPPLEMENTED BY HAND SPADING, NEXT TO FORMS WHENEVER,
IN THE OPINION OF THE ARCHITECT, IT IS NECESSARY AND AS DIRECTED.

CCNCRETE BOND

COAT EXISTING CONCRETE SLAB EDGES TO BE PATCHED OR JOINED WITH NEW CONCRETE WITH
CONCRETE BOND,

APPLY IN ACCORDANCE WITH MANUFACTURER!S DIRECTIONS.

BONC BETWEEN POURS IN WALL WORK USING CEMENT MORTAR OF SAME COMPOSITION OR MIX ON
PREVIOUSLY WET, CLEAN SURFACES,

MAXTMUM SLUNP

By ASTM C 143 pROCEDURES,
WALLS AND FOOTINGS 5",
SLABS 4,

CLEANING & REPAIRING CONCRETE

FORM TIE AND BOLT
REMOVE FORM TIES FOUR DAYS AFTER POUR, UNLESS DIRECTED OTHERWISE,
FILL HOLES WITH CEMENT MORTAR MIXED AS DRY AS PRACTICABLE AND RAMMED SOLID,

VOICS & GRAVEL PCCKETS
REPAIR AS DIRECTED.,

FINISHING EXPOSED SURFACES
KNOCK FINS OFF SMOOTH; PATCH IMPERFECTIONS TO MATCH ACJACENT SURFACES,
LEAVE SURFACES CLEAN AND 3MOOTH,




PAGE 3, SECTION 38
CONCRETE, GENERAL

8. CONCRETE SLAB FINISHES

A. GENERAL
SCREED ALL SLABS, FOR WHATEVER FINISH, TO TRUE LEVELS OR SLOPEs,

B. BROOMED SURFACE
SCORE SURFACE WITH BROOM JUST AFTER INITIAL SET,

C., MONOLITHIC FINISH
BRING SUFFICIENT MORTAR TO TOP OF SLAB FOR PROPER FINISHING.,
USE MONOLITHIC FINISH FOR ALL CONCRETE SLABS AND WALKS,

9. CURING CONCRETE

A. CURING PER|OD
NOT LESS THAN T DAYS,
CURE CONCRETE FOR LONGER PER!ODS WHERE CALLED FOR HEREINAFTER OR ARCHITECT DIRECTS,

B. EXTERIOR SLABS
COVER WITH CLEAN SAND; KEEP WET DURING ENTIRE CURING PERIOD,

END, SECTION 38
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PAGE 1, SECTION 4B
MASONRY , GENERAL

SECTION 4B
MASONRY, GENERAL

1o GENERAL

BUILDING COCE

CONFORM TO REQUIREMENTS OF GOVERNING BUlILDING CODES, HEREINAFTER CALLED usc,
AS MODIFIED AND SUPPLEMENTED HEREIN.

"UBC STD" REFERS TO UNIFORM BUILDING CODE STANDARD

WORKMANSKIP
(1) GENERAL:
LAY WORK TO TRUE LINES, PLUMB AND LEVEL, EXCEPT AS OTHERWISE INDICATED.
FILL JOINTS FULL OF MORTAR, EXCEPT!:
(A) JOINTS IN OPEN-END HOLLOW MASONRY UNITS,
TAKE ESPECIAL CARE TO KEEP ABOVE SPACES CLEAN AND FREE FROM MORTAR DROPPINGS.

PRECAUTIONS
(1) 1M FREEZING W :ATJER, DO NO MASONRY WORK UNLESS:
(A) APPROVED :“IANS ARE PROVIDED FOR HEATING MATERIALS, AND
(B) MASONRY IS PROTECTED FROM COLD AND FROST UNTIL MORTAR HAS HARDENED,
ANTI~FREEZE INGREDIENTS NOT PERMITTED,
{2) IN RAINY WEATHER:
DO WORK ONLY UNDER COVER,
(3) WHEN WORK 1S NOT IN_PROGRESS:
KEEP TOPS OF PIER BLOCKS COVERED WITH NON=~STAINING WATERPROOF COVERING.
(%) WHEN WORK |S_RESUMED:
CLEAN TOP SURFACES OF LOOSE MORTAR AND WET |F DIRECTED.

WETTING MASONRY UNITS
Do NOT WET CONCRETE BLOCK,

ALTERNATES = CONCRETE PlER BLOCKS.
SEE SECTION HEADED "BASE B1DS, ADDITIVE Bins AND ALTERNATES,"

2. HOLLOW MASONRY UNITS

A

CCNCRETE MASONRY UNITS
HoLLOW CORE BLOCK MADE WITH HALF PUMICE, HALF SAND AND GRAVEL AGGREGATE, OR

CONCRETE.
ASTM C 145-59 or C 90-59
PROTECT UN!IT FROM DAMPNESS AFTER DELIVERY.,

END, SECTION 4B




PAGE 1, SECTION 5F
M] SCELLANEOUS "STEEL & |RON

;% SECTION 5F
L MISCELLANEOUS STEEL & JRON

GENERAL

pev e 4
-
L

T

A, SHOP DRAWINGS
SUBMIT IN ACCORDANCE WITH "GENERAL CONDiITIONS,"

B, SHOP TREATMENT, AFTER FABRICATION BUT BEFORE ERECTION:
(1) PREPARATION OF SURFACES:
REMOVE RUST, SCALE, GREASE AND OIL BY WIRE BRUSHING AND CHEMICAL CLEANING.
(2) NON=GALVANIZED METAL TO BE BUILT INTO MASONRY AND_ CONCRETE.
ONE COAT ASPHALT BASE PAINT,
(3) ALL OTHER METAL:
.% PAINT ONE COAT RED LEAD IN OiL, FEDERAL SPECIFICATION TT-P-86A.

T e g

= 2. MATERIALS & WORKMANSHIP

A, STEEL & |RON )
CONFORM TO REQUIREMENTS OF GOVERNING BUILDING CODE, STEEL NOT OTHERWISE |

SPECIFIED, ASTM A T=58T,

H

p—

B. FABRICATION
FORM STEEL TO ACCURATE SIZES AND SHAPES, W!TH SHARP LINES AND ANGLES, ?
PUNCH AND SHEAR TO LEAVE CLEAN SURFACES, :
WELD OR RIVET PERMANENT CONNECTIONS; GRIND EXPOSED WELDS SMOOTH,

§T Do NOT USE SCREWS OR BOLTS WHEN THEY CAN BE AVOIDED,

‘ WHERE USED, COUNTERS!INK HEADS AND DRAW UP TIGHT; NICK THREADS TO PREVENT

LOOSENING.,

PROVIDE HOLES AND CONNECTIONS FOR WORK OF OTHER TRADES.

<]
MR

- C. JOINTS & FASTENINGS
DETAIL FOR AMPLE STRENGTH AND STIFFNESS; CONCEAL WHEREVER POSSIBLE,
WHERE EXPOSED TO WEATHER, FORM TO EXCLUDE WATER,

iz

3. MISCELLANEOUS_STEEL & IRON ITEMS

LN -

B T
e b e e

A. JOIST & BEAM ANCHORS (As REQUIRED BY DRAWINGS)
e (1) AT wWOOD_AND_PLYWOOD- BCX .BEAMS:
' PROVIDE OF STEEL, AS DETAILED, SPIKE IN SECURELY TO WOOD JOISTS AND BEAMS,

i

L (2) AT CONCRETE AND MASONRY:
PRovVIDE, UBC APPROVED, TYPE AS SHOWN,

e
4

? B. JOIST & BEAM HANGERS (WHERE SHOWN ON DRAWINGS )

{% STEEL, ASTM A 7-58T; PROVIDE OF SI1ZES AND TYPES INDICATED,
i C. MISCELLANEOUS |TEMS

- PROVIDE ALL OTHER STEEL AND IRON ITEMS SHOWN ON DRAWINGS,
E

i

V”*

g : END, SECTION 5F
-
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PAGE 1, SECTION 7B
METAL WINDOWS

SECTION 7B
METAL W1NDOWS

GENERAL

A. MANUFACTURER
ALUMINUM WINDOWS SPECIFIED IN THIS SECTION SHALL BE THE PRODUCTS OF ONE

MANUFACTURER,

B, WINDCW DIMENSIONS
SHALL BE VERIFIED AT THE JOBSITE,

C. SHOP DRAWINGS
SUBMIT IN ACCORDANCE WITH THE "GENERAL ConpiTions', SHOW ALL REQUIRED SECTIONS,

ANCHORAGE, HARDWARE, ETC,

D, ALTERNATES
SEE SECTION HEADED "BAse BiDs, ADDITIVE BiDS AND ALTERNATES,"

ALUMINUM WINCOWS

A. MANUFACTURE
LOUVRE KING ALUMINUM JALOUSIES, AS RECCMMENDED BY THE
ARCH I TECTURAL METAL MANUFACTURER!S ASSOCIATION AUTHORIZED TO PRODUCE TYPE
OF WINDOW SPECIFIED BY GENERAL WINDOW COMPANY OR APPROVED EQUAL.

B. STANDARD SPECIFICATIONS
CONFORM TO W.A.A.M, STANDARD SPECIFICATIONS, AS MODIFIED HEREIN.

C. TYPE
COMMERC 1AL ALUMINUM JALOUSIE, STANDARD HARDWARE, Wi1TH WEATHERSTRIPPING,

D. FINISH
MANUFACTURER!S FINISH,
ALL ALUMINUM MEMBERS,

E. PROVISION FOR GLAZING
MANUFACTURER!S STANDARD GLAZING FROM OUTSIDE BUILDING, SINGLE THICKNESS GLASS.

F. WEATHERSTRIPPING
TYPE STANDARD WITH MANUFACTURER,

G. INSTALLATION
INSTALL IN NEW WOOD=BUCK=FRAMED OPENINGS, UNDER BAseE BID, PLUMB, LEVEL, AND IN

PERFECT OPERATING CONDITION,
ADJUST BEFORE AND AFTER GLAZING,

END, SECTION 7B
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BAGE 1, SECTION 8a
CARPENTRY AT SITE

SECTION 8
CARPENTRY AT SITE

GENERAL

A, BUILDING CODCE
CONFORM TO REQUIREMENTS OF LOCAL GOVERNING CODES, HEREINAFTER CALLED UBC, As

MODIFIED AND SUPPLEMENTED HEREIN,
"UBC STp" REFERS TO UNIFORM BuiLDING CODE STANDARD,

B, GRADING RULES
UFFICIAL RULES OF ASSOCIATION HAVING JURISDICTION,

C. GRADE TRADEMARKS

(1) PLywooD
EACH PANEL OF SOFTWOOD PLYWOOD MUST BEAR CFPA GRADE-~TRADEMARKS LEGIBLY

APPLIED TO EACH PANEL.,

(2) LUMBER
ASSOCIATION GRADE MARK AND TRADEMARK MUST APPEAR ON EACH PIECE OF MATERIAL
OR EACH SHIPMENT TO BE ACCOMPANIED BY A CERTIFICATE OF INSPECTION,

D, MAXIMUM MOISTURE CONTENT, WHEN DELIVERED:
LAMINATED FLOORS, 15%.
ALL OTHER FINISH MATERIALS, 15%.
FURNISH MOISTURE CONTENT CERTIFICATE IF AND WHEN REQUESTED.,

E. ROUGH HARCWARE
PROVIDE ALL NECESSARY NAILS, SPIKES, SCREWS AND BOLTS REQUIRED FOR PROPER

INSTALLATION OF CARPENTRY AND MILLWORK,
S1ZES AND QUANTITIES REQUIRED BY BUILDING CODE OR AS APPROVED BY ARCHITECT.

HARDWARE EXPOSED TO MOISTURE HOT-DIPPED GALVANIZED,

F. ATTACHMENTS FOR WOOD ENGAGING NEW MASONRY & CONCRETE
APPROVED TYPE METAL PLUGS OR INSERTS, SPACED AS CALLED OUT ON THE DRAWINGS.
WoOD PLUGS EMBEDDED IN MASONRY OR CONCRETE NOT PERMITTED,

G, WCOD PRESERVATIVE
(1) BRUSH TREATMENT:
RUDOD PAINT & VARNISH COMFANY!s "CupRoOLIGNUM", OR APPROVED.
APPLY ONE HEAVY BRUSH COAT TO THE FOLLOWING SURFACES,
ALL wOOD FLOOR PLATES ON CONCRETE SLABS,

H, STORAGE & PROTECTICN
PROTECT LUMBER AND MiLLWORK FROM THE WEATHER.

|. TEMPORARY ENCLOSURES

WoOD BATTEN DOORS AND CLOTH OR TRANSPARENT PLASTIC COVERED WINDOWS,
WINDOWS MAY BE GLAZED IN LIEU OF COVERING IF GLASS IS PROTECTED,

J. ALTERNATE
SEE SECTION HEADED "BASE BIDs, ADDITIVE BiDs & ALTERNATES,"

ROUGH CARPENTRY

A, ROUGH LUMBER
DOUGLAS F IR, SURFACES FOUR SIDES TO STANDARD DIMENSIONS EXCEPT WHERE ROUGH SAWN
STOCK OR OTHER SPECIES OR SHAPES ARE SHOWN ON DRAWINGS OR SPECIFIED,
PosTs AND BEAMS, 1500 F WORKING STRESS GRADE,




: PAGE 2, SECTION 8a
i CARPENTRY AT SITE

A. ROUGH LUMBER (CONTINUED)
JoisTs "ConsTRUCTION" GRADE,
ALL OTHER ROUGH LUMBER, "STANDARD" GRADE,

B, ROUGH CARPENTRY - GENERAL
CAREFULLY LAY OUT, CUT, FIT, AND ERECT FRAMING.,
SECURE WITH SUFFICIENT NAILS, SPIKES AND BOLTS TO INSURE RIGIDITY AND
PERMANENCE,
PROVIDE FOR INSTALLATION AND SUPPORT OF PLUMBING, HEATING, AND VENTILATION
3 WORK, AS REQUIRED AND CALLEDOUT IN SPECIFICATIONS OR ON THE DRAWINGS.
g INSTALL WORK TO TRUE LINES, PLUMB AND LEVEL, UNLESS OTHERWISE INDICATED,

3. FINISH CARPENTRY

A, EXTERIOR FINISH LUMBER
PROVIDE EXTERJOR FINISH LUMBER AS SHOWN ON DRAWINGS OR REQUIRED FOR COMPLETION,
EXTERIOR FINISH LUMBER SHALL BE "B AnD BTR." V. G. CLEAR DOUGLAS FIR, SIZE AS
CALLED FOR ON DRAWINGS.

B, INTERIOR FINISH LUMBER
PROVIDE INTERIOR FINISH LUMBER AS SHOWN ON DRAWINGS OR REQUIRED FOR COMPLETION.

INTERIOR FINISH LUMBER SHALL BE "B AnD BTR." V. G. CLEAR DOUGLAS FIR, SIZES AS
CALLED FOR ON DRAWINGS,

A C, INTERIOR TRIM
’ ProvIDE 1=1/4" x 1-1/4" V.G, FIR ANGLE TRIM AT ALL OUTSIDE CORNERS. PROVIDE
1/2" x 1/2" V,G. FIR AT ALL INSIDE CORNERS AND AT INSIDE CORNER OF WALLS AND

CEILINGS.,

D. INSTALLATION OF FINISH HARDWARE
INSTALL ALL FINISH HARDWARE SPECIFIED UNDER "FINISH HARDWARE " REQUIRED TO COMPLETE
THE BUILDING. ALL HARDWARE }TEMS CAREFULLY AND ACCURATELY INSTALLED IN ACCORDANCE
WITH MANUFACTURER'S WRITTEN INSTRUCTIONS., PRIOR TO COMPLETION AND ACCEPTANCE, ALL
f MOVABLE PARTS ADJUSTED TO OPERATE PERFECTLY.
] MAKE MINOR ADJUSTMENTS TO HARDWARE FOR A PERJOD OF ONE YEAR. AFTER COMPLETION AND
: ACCEPTANCE W] THOUT ADDITIONAL COST TO THE OWNER,
+) REMOVE ALL EXPOSED HARDWARE DURING PAINTING,

ff END, DIVISION 8a




PAGE 1, DIVISION 8c
FIR PLYWOOD COMPONENTS

DIVISION 8c
FIR PLYWOOD CCMPONENTS

GENERAL

A, BUILDING CODE
CONFORM TO REQUIREMENTS OF LOCAL GOVERNING CODES.

B. GRADING RULES
OFFI1CIAL RULES OF ASSOCIATION HAVING JURISDICTION.

C. GRADE TRADEMARKS
REFER To PAGE |, SECTION 8A = LUMBER AND PLYWOOD,

D, SHOP DRAWINGS
SUBMIT IN ACCORDANCE WITH THE "GENERAL CONDITIONS,"
SHow ALL REQUIRED SECTIONS, DETAILS, ANCHORAGE, HARDWARE ANC ETC.

E, ALTERNATES
SEE SECTION HEADED "BASE BiDS, ADDITIVE & ALTERNATES, "

2., MATERIALS

A, PLYWOOD
ALL PLYWOOD USED IN THE CONSTRUCTION OF THE PLYWOOD BOX BEAMS,

PANELS SHALL BE OF THE GRADE AND THICKNESSES CALLED OUT ON THE DRAWI
GRADE TRADEMARK OF THE DouGLAS FIR PLYWOOD ASSOCIATION IN ACEORDANCE WITH SECTIONS C AND D
ABOVE. PLYWOYD USED IN THE CONSTRUCTION OF THE WALL PANELS SHALL e 3/8" DFPA MEDIUM
DENS|TY OVERLAY ONE SIDE DOUGLAS FIR PLYWOOD OR 5/8" DFPA TEXTURE ONE=ELEVEN DOUGLAS FIR
PLYWOOD OR WESTERN SOFTWOOD PLYWOOD CONFORMING TO CSMS-GO oR CS122-60 DEPENDING ON THE TYPE
OF MATERIAL USED. AVERAGE MOISTURE CONTENT OF PLYWOOD AT THE TIME OF GLUING SHALL BE

BETWEEN 6 AND T%.

STRESBED SKIN FLOOR AND ROOF
MGS AND SHALL BEAR THE

B, LUMBER
LUMBER SHALL BE OF THE GRADE AND QUALITY AS CALLED OUT ON SHEETS 2 AND 3 FOR PLYWOOD BOX

BEAMS AND STRESSED SKIN ROOF AND FLOOR PANELS, STUDS FCR WALL PANELS SHALL BE OF CONSTRUC=
T1ON GRADE KILN=DRIED DOUGLAS FIR HAVING A MOISTURE CONTENT OF NOT MORE THAN 16% AT TIME
OF GLUING, ALL LUMBER SHALL BE FULL LENGTH AND GRADED PER PARAGRAPH 153=C WCLA=I5,

C. GLUE
GLUE SHALL BE OF ROOM OR INTERMEDIATE TEMPERATURE SETTING RESIN ADHESIVE (PHENOL, RESORCINAL,

OR MELAMITE BASE CONFORMING WITH MILITARY SPECIFICATION MIL-A=3978.)

3. FABRICATION

5 A. PLYWOOD BOX BEAMS
B PLYWOOD BOX BEAMS SHALL BE FABRICATED IN ACCORDANCE WITH THE CURRENT EDITION OF DF PA

SPECIFICATION BB=8 "FABRICATION oF PLYwooD BEAMS," AND AS CALLED OUT ON THE DRAWINGS, AND
SHALL BEAR THE TRADEMARK OF PLYWOOD FABRICATOR SERVICE, INC,




PAGE 2, DIVISION 8c
FIR PLYWOOD CCMPONENTS

B, STRESSED SKIN FLOOR & ROOF PANELS
PANELS SHALL BE FABRICATED IN ACCORDANCE WITH THE CURRENT EDITION oF DFPA SPECIFICATION 55-8
"FABRICATION OF PLYWOOD STRESSED SKIN PANELS" AND AS CALLED OUT ON THE DRAWINGS, AND SHALL
BEAR THE TRADEMARK OF PLYWoOD FABRICATOR SERVICE, INC,

C. WALL PANELS
WALL PANELS SHALL BE FABRICATED IN ACCORDANCE WITH THE CURRENT DFPA SPECIFICATION FW=61

"pLywooD WALLS" AND AS CALLED OUT ON THE DRAWINGS,

D. TEST SAMPLES
GLUE SAMPLES SHALL BE TAKEN AT LOCATION DESIGNATED BY SUPERVISING ARCHITECT,

E. APPEARANCE
|. PLywooD Box BeAMSs SHALL BE "CuSToM GRADE, "
2. PLywoob RooF PANELS sHALL BE "CusToM GRADE,"
3. PLYwooD FLOOR PANELS SHALL BE "UriL1TY GRADE" WwiTH EXTERIOR GLUE,
., PLywooD WALL PANELS SHALL BE "CusToMm GRADE" BUT MAY BF NAILED UNITS IF NAILING 1S WITH

GALVANIZED OR ALUMINUM FINI]SHED NAILS.

F. SHIPPING & STORAGE
EXPOSED SKINS OF ALL PANELS SHALL BE PROTECTED AGAINST ANY DAMAGE DURING FABRICATION AND

DURJNG LOADING, SHIPPING AND UNLOADING AND SHALL BE THE RESPONSIBILITY OF THE FABRICATING
CONTRACTOR, INCLUDING WATER DAMAGE DURING SHIPPING,

PANELS SHALL BE PROTECTED FROM RAIN, WATER OR MOISTURE OF ANY TYPE WHILE STORED AND
DURING ERECTION,

THIS SHALL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR,

ERECTION

ERECT|ON SHALL BE BY THE GENERAL CONTRACTOR UNLESS OTHERWISE STATED IN Division 13, "Base Bios,
ADDITIVE BiDsS & ALTERNATES',

WORKMANSH | P l

WORKMANSHI P SHALL BE IN STRICT ACCORDANCE WITH THE ABOVE SPECIFICATIONS AND AS CALLED OUT ON
THE DRAWINGS, ALL EXPOSED SURFACES OF ALL WORK SHALL BE A CONTINUOUS SMOOTH SURFACE FREE OF
BLEMISHES AND BE ACCEPTABLE IN THE ARCHITECT!S ESTIMATION FOR PAINTER!S FINISH,

END, DIVISION 8¢
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pIvisioN &o
MILLWORK

SHALL CONFORM TO THE FOLLCWING REQUIREMENTS :

GENERAL: TAKE MECESSARY MEASUREMENTS AT BUILDING, BE RESPONSIBLE FOR SAME,
EXECUTE WORK IN STRICT ACCORDANCE WITH ARCHITECT!S DETAILS.

MATERIALS:

A, FaciA - B & BTR. GRADE V.G, DouGgLAs FIR, WOODLIFE DIPPED.

B, ALL EXPOSED SURFACES NOT SPECIFIED OR NOTED OTHERWISE B & BTR, GRADE DOUGLAS FIR.

FRAWES: DOOR AND WINDCW FRAMES SHALL BE AS DETAILED, ALL SHALL BE MILL FABRICATED
AND ASSEMBLED, HEADS AND JAMBS OF DOOR FRAMES SHALL BE HOUSED TOGETHER, WHERE
MEMBERS ARE SMS, BLIND MORTISE AND TENON, ALL JAMBS SHALL BE PLUMB AND TRUE,

CCCFS:

A, SoLiD S1.AB (ALL EXTERIOR DOORS) =~ 1-3/4" pAINT GRADE V.G, FIR, BUILD ON SOLID
CORES, ALL MATERIAL KD TO PROPER MOISTURE CONTENT, WORKMANSHIP OF HIGHEST GRADE,
EXPOSED. CORE STRIPS AT TOP AND BOTTOM, ONE PIECE, 3/h" EDGE STRIPPING SAME
SPECIES AND GRADE AS FACE VENEER, GRAIN OF FACE VENEER TO BE NOT LESS THAN
1/16" THicK, ALL DOORS SHALL BE DRUM SANDED.,

B, HoLLow CORe DooRs (INTERIOR DOORsS ) ~ 1-3/8" PAINT GRADE V,C. FIR. FACE
BOTH SIDES, ALL MATERIAL KD TO PROPER MOISTURE CONTENT, WORKMANSHIP OF
HIGHEST GRADE, SIZE AND DESIGN OF DOOR AS INDICATED., PROVIDE sSOLID BACKING
FOR ALL HARDWARE,

WORKMANSHIP: ALL DETAIL WOODWORK SHALL BE INSTALLED IN A CRAFTSMANLIKE MANNER,
ALL ANGLE JOINTS MITERED, ALL NAILS SET AND PUTTIED, ALL EDGES OF JAMBS AND TRIM
MEMBERS WILL BE SLIGHTLY EASED BY SANDING, ALL EXPOSED FACES CF ALL DETAIL WORK
SHALL BE HAND SANDED AS TO FORM A CONTINUOUS SMOOTH SURFACE FREE OF BLEMISHES AND
BE ACCEPTABLE IN THE ARCHITECT!S ESTIMATION FOR PAINTER!S FINISH,

END, DIVISION 8p

B TV - P R T AP




PAGE 1, SECTION 8G
ACOUSTIC TREATMENT

SECTION 8G
ACOUST!IC TREATMENT

GENERAL

DEF INI TIONS

TYPES OF ACOUSTIC MATERIALS, NOISE REDUCTION COEFFICIENT RANGES, TYPES OF MOUNTING ,
AND FLAME RESISTANCE RATINGS, HEREINAFTER SPECIFIED, REFER TO STANDARDS OF ACousTICAL
MATERIALS ASSOCIATION, 355 EAST MSTH STREET, New YORK 17, N. Y., BULLETIN XXII - 1962,

SAMPLES REQUIRED

TYPE OF ACOUSTIC TILE SPECIFIED,

ACOUSTIC SUBCONTRACTOR

MUST BE APPROVED BY MANUFACTURER OF ACOUSTIC MATERIALS AND THE ARCHITECY,
ALTERNATE

SEE SECTION HEADED "BAse Bips, ApDITIVE BiDs, & ALTERNATES" ,

MATERIALS

MANUFACTURERS APPROVED

SIMPSON, FISSURED MINERAL TILE OR APPROVED EQUAL, SUBJECT TO CONFORMANCE Wi TH
SPECIFIED MATERIAL TYPES, N.R.C. SPECIFICATION RANGES, MOUNTING TYPE, LIGHT RE=-
FLECTION, AND FLAME RESISTANCE RATINGS OF THE REFERENCED A M.,A, STANDARDS.

ACOUSTIC TILE

(1) AcousTic TILE
FINELY PERFORATED AND FISSURED CELLULOSE TILE. 12 X112 INCH SIZE; MINIMUM
3/4 INCH THICKNESS. LIGHT REFLECTION "A'; FLAME RESISTANCE "c"., N.R.C.
SPECIFICATION RANGE ,60 = .70 ON No. 2 MOUNTING.
USE FISSURED TILE, FLANGE = JOINT APPLIED BY NAILING, STAPLING OR CEMENTING
W!ITH AN APPROVED MASTIC, TO UNDER SIDE OF 1"x4" NaILERS AT 12" o.cC.

CEMENT FOR ACHESIVE APPLICATION

MADE OR RECOMMENDED BY MANUFACTURER OF THE ACOUSTIC TILE, GUARANTEED TO HOLD
TILE WITHOUT DETACHMENT WHEN SUBJECTED TO 400 pEGREES F. ROOM TEMPERATURE FOR
30 MINUTES,
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ACOUSTIC TREATMENT

INSTALLATION

GENERAL

CONFORM TO INSTALLATION RECOMMENDATIONS OF AcCoOusTICAL MATERIALS ASSOCIATION,
BULLETIN XX11 = 1962, AS ARCHITECT JUDGES THEM APPLICABLE, AS MODIFIED HEREIN.

ACOUSTIC TILE
(1) GENERAL:
INSTALL IN ACCORDANCE WiTH MANUFACTURER!S DIRECTIONS IN STRAIGHT LINE

PATTERN, TO TRUE AND EVEN PLANE, WITH TOLERANCE OF 1/8 INCH IN 12 FEET.
SEAL JOINTS AROUND PROJECTIONS WITH APPROVED NON=BLEEDING CAULKING COMPOUND .

EXPOSED EDGES OF TILE

WHERE EDGES ARE EXPOSED, BEVEL EDGES AS INDICATED ON DRAWINGS, FINISHED TO
MATCH TILE,

ABUTMENTS

WHERE ACOUSTIC MATERIALS ABUT WALLS, COPE TO ABUTTING SURFACE, TIGHT, SMOOTH FITe

CLEANING & REPAJRING

UPON COMPLETION, CLEAN SOILED AND D} SCOLORED SURFACES, LEAVE FREE FROM DEFECTS.
REMOVE AND REPLACE ACOUSTIC MATERIAL WHICH 1S DAMAGED OR IMPROPERLY APPLIED,

END, SECTION &
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SECTION 8H
THERMAL INSULATION

l. _GENERAL

A. DEFINITION
PROV IDE AND |NSTALL ALL INSULATION ON FLOOR, WALL AND ROOF STRESSED SKIN PANELS AS SHOWN ON

THE DRAWINGS OR HEREIN SPECIFIED.

B. THICKNESS
THICKNESS OF INDICATED INSULATION; CONSIDERED AS NOMINAL, SUBJECT TO SUCH INCREASE OR

DECREASE AS MAY BE NECESSARY TO PROVIDE HEAT SPECIFIED TRANSMISSION, VERIFY WITH

SUPERVISING ARCHITECT .

C. ALTERNATE
SEE SECTION HEADED "BAse Bips, AppITIVE Bips & ALTERNATES, "

2, MATERIALS

A. MANUFACTURERS APPROVED
CELOTEX, OWENS=CORNING, "FIBERGLAS", JOHNS=MANVILLE OR EQUAL.

3, INSTALLATION

A, FLOOR PANELS
FASTEN INSULATION FROM BLOCKING TO BLOCKING BETWEEN STRINGERS IN FLOOR PANELS. SPACE

SHOULD BE LEFT BETWEEN TOP SKIN AND INSULATION FOR VENTING |F REQUIRED, KEEP VAPOR BARRIER
TOWARD "WARM=IN=WINTER" SIDE. INSULATE ALL AREAS AS SHOWN ON THE DRAWINGS, AND/OR AS REQUIRED,
FASTEN FREQUENTLY ENOUGH TO CLOSE GAPS (FISH MOUTHS) BETWEEN FLANGE AND STRINGERS.

B. SIDEWALLS
CUT INSULATION GREATER THAN STUD HEIGHT, TOP AND BOTTOM FLANGE |S PROVIDED BY PRESSING

INSULATION BACK FROM ENDS. PUSH FIBERGLASS UP AGAINST TOP PLATE OF WALL PANELS, KEEPING
VAPOR BARRIER TOWARD THE "WARM~IN-WINTER" SIDE,

INSULATE ON COLD SIDE OF ELECTRIC BOXES,

FASTEN FLANGES TO STUDS FREQUENTLY ENOUGH TO CLOSE GAPS (FISH MOUTHS) BETWEEN FLANGE

AND STUD,

C. CEILING PANELS
FoLLOW SAME PROCEDURE AS CALLED FOR IN FLOOR PANELS.

END, SECTION 8n
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SECTION 8J
FINISH HARDWARE

1. GENERAL
A. WORK INCLUBED IN THIS DIVISION

ALL OTHER HARDWARE REQUIRED FOR PROPER OPERATING, FASTENING, AND LOCKING OF
MOVABLE "PARTS SHOWN ON DRAWINGS, WHETHER OR NOT LISTED IN HARDWARE SCHEDULE.
|F NOT LISTED, BUT REQUIRED, PROVIDE OF MATCHING QUALITY AND FINISH.

B. HARCWARE APPLICATION

CONTRACTOR RESPONSIBLE FOR PROPER INSTALLATION AND APPLICATION IN LOCATIONS
SPECIFIED,
LEAVE HARDWARE IN PROPER WORKING ORDER; TIGHTEN ALL NUTS, BOLTS, SCREWS

PRIOR TO COMPLETION,
HARDWARE INSTALLATION IS COVERED UNDER SECTION HEADED "CARPENTRY AT SITE."

C. PACKING AND MARKING

PACKAGE EACH |TEM OF HARDWARE SEPARATELY.
INCLUDE NECESSARY BOLTS, SCREWS, KEYS, INSTRUCTIONS, AND INSTALLATION TEMPLATES,

MARK EACH CONTAINER WITH |ITEM NUMBER SHOWN ON CONTRACTOR!S HARDWARE SCHEDULE,

D. HARCWARE SCHECULE

SUBMIT FOUR COPIES TO ARCHITECT; OBTAIN APPROVAL BEFORE PROCEEDING.
LiST NUMBERS SPECIFIED, OR EQUIVALENT NUMBERS, FOR ALL ITEMS.

|F ACCEPTED, TWO RPPROVED COPIES WILL BE RETURNED TO CONTRACTOR,
APPROVAL OF SCHEDULE DOES NOT RELIEVE CONTRACTOR OF RESPONSIBILITY FOR
FURNISHING ALL NECESSARY HARDWARE,

E. KEYING

(1) GENERAL:
ALL KEYS PROPERLY TAGGED WITH CLOTH TAGS FOR IDENTIFICATION.
MARK W!TH ROOM NUMBER OR DESIGNATION,
(2) MASTERKEYING:
ALL CYLINDER LOCKS SUBJECT TO MASTER KEY.
CYLINDER LOCKS MASTERKEYED IN ONE GROUP.
FURNISH 5 MASTER KEYS EACH SET.
MASTER KEY TO BE SUPPLIED BY SCHOOL TO HARDWARE SUPPLIER FOR KEYING.

(3) DisPOSITION OF KEYS:
MASTER KEYS TO BE SENT DIRECT BY REGISTERED MAIL TO SUPERVISING ARCHITECT.

F. TEMPLATE HARCWARE

[ MAKE HARDWARE FOR METAL DOOR FRAMES TO TEMPLATE.
SEND BLUEPRINTS OR PHYSICAL TEMPLATES, TOGETHER WITH HARDWARE SCHEDULE,
¥
t TO DOOR FRAME MANUFACTURER NOT LATER THAN TWO WEEKS AFTER APPROVAL OF HARDWARE

SCHEDULE.
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G, CABINET HARCWARE (SEE ALTERNATES) |F REQUIRED
INSTALL AT JOBSITE.

H, KEY CABINET
NONE REQUIRED

1. GUARANTEE

GUARANTEE ALL PRODUCTS FURNISHED, AGAINST DEFECTS IN WORKMANSHIP AND OPERATION,
FOR A PERIOD OF ONE YEAR; MAKE MINOR ADJUSTMENTS AS REQUIRED.

No LIABILITY TO BE ASSUMED BY HARDWARE SUPPLIER WHERE FAULTY OPERATION

1S DUE TO EITHER IMPROPER INSTALLATION BY CONTRACTOR!S PERSONNEL OR BY OwWNER!S
FAILURE TO EXERCISE NORMAL MA INTENANCE: AS DETERMINED BY ARCHITECT.,

CONTRACTOR RESPONSIBLE FOR FAULTY INSTALLATION,

ONE COMPLETE SET OF WRENCHES, TOOLS AND MAINTENANCE ACCESSORIES REQUIRED FROM
VAR | OUS MANUFACTURERS WITH [TEMS OF HARDWARE FURNISHED SUCH AS LOCKS, DOOR
CLOSERS, ETC.

CONTRACTOR 1S RESPONSIBLE FOR HARDWARE DAMAGED BY MISUSE OR ABUSE AS DETERMINED
BY ARCHITECT.

Jo FINISHES

FURNISH HARDWARE IN THE HARDWARE SCHEDULE, FINISH Us28 or As SPECIFIED BY
SUPERVISING ARCHITECT IN ALTERNATES."

A K. ALTERNATE

'S SEE SECTION HEADED "BASE BiDS, ADDITIVE BiDS, AND ALTERNATES.'
1 FURNISH HARDWARE FOR ADDITIONAL DOORS AND CABINETS AS REQUIRED,
MANUFACTURERS

A. SPECIFIED MANUFACTURERS

ALL HARDWARE REQUIRED SHALL BE MANUFACTURED BY RusseLL & ERWIN OR AS APPROVED
EQUAL BY SUPERVISING ARCHITECT.,

FINISH HARCWARE SCHECULE

| TEM 1

1 saL (1) Door EXTERIOR FROM cLassrooM 4 LHR 90 SwiNG
1 seL (5) DooR EXTERIOR FROM CLASSROOM 4 RHR 90 SwING

31« Yt x 61 - 8" 1-3/4 Woop DOOR X WooD FRAME
3 PR. BUTTS A3313CD U x U NRP AWS

2 gA., EXIT BOLTS 476 us28 KA MKD

o A S o




i -
2; PAGE 3, SECTION 84
5& FINISH HARCWARE
j 2 EA. CLOSERS D PA ALuM TBGN
2 EA, KICK PLATES 10 x 38 GRAY PANELYTE
2 gA, STOP & HOLDERS 8234 - us28
2 A, THRESHOLCS ALLO9T8 - 5 x 41" x MS & TAMPINS
rt ITEM 2
Li 1 seL (2) Door CLASSROOM } rFroM TeAcHERS STORAGE 3 LHR 90 swina
%i o1 - B"x 61 - 8" 1-3/8 Woop DooR X WooD FRAME
8
- 1% PR, BUTTS 2714AP 3% x 3%
Tﬂ 1 eA. LOCKSET 340 Tempo US28 KA MKD
. 1 eA, STOP 210% US28
- | TEM 3
gj SEe "ALTERNATES" FOR ADDITIONAL DOOR AND HARDWARE éaqunRED.
M
| |
?w
4
L
%? END OF SECTION 8J
I
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SECTION 10a
BUILT-UP ROOF ING

GENERAL

A,

FURNISH AND INSTALL ALL ROOFING AS DESCRIBED HEREIN.

MATERIALS

A.

ROOFING OVER PLYWOOD DECKING.
1. VAPOR BARRIER: FIBERGLAS COMBINATION SHEET =~ APPLIED AS PER MANUFACTURER!S
SPECIFICATIONS,

2., FIBERGLAS BulLT-UP ROOF SPECIFICATION A. 1o Ae FILE No, 12-B=1 ROOFING SPECI-

FICATIONS, 3L5 WC SHALL BE APPLIED IN ACCORDANCE WITH THE FIBERGLAS BUILT=UP
ROOFING SPECIFICATIONS OF THAT NUMBER DATED DECEMBER, 195(, OR THE LATEST

REVISION THEREOF,

APPLICATION

A. MATERIAL SHALL BE APPLIED IN STRICT ACCORDANCE WITH MANUFACTURER!S REFERENCED
SPECIFICATIONS,

B. CARRY A 12" MEMBRANE OVER JOINTS OF ALL FLASHING AND ROOFING, SECURELY MOP TO
ADJOINING SURFACES. USE FABRIC REINFORCING WHERE DEEMED NECESSARY.

C. REINFORCE ALL ANGLES, OUTLETS, AT INTERSECTION OF MECHANICAL OUTLETS, ETC.,

WwiTH AN ADDITIONAL ROOFING PLY, OR FABRIC REINFORCING,

D. FLOOD COATS SFALL COVER ALL FLASHING,

E. ROOFING SHALL BE APPLIED IN STRICT ACCORDANCE wilTH REFERENCED MANUFACTURER'S
SPECIFICATIONS. ASPHALT SHALL BE AS RECOMMENDED BY MANUFACTURER FOR THE CONDITIONS
SHOWN. LAP ALL EXISTING WORK A MINIMUM OF 210",

F, Two (2) SAMPLES ONE FOOT SQUARE WILL BE CUT AT RANDOM FROM ROOF AFTER ASPHALT
FLOOD COAT IS APPLIED, THESE WILL BE WEIGHED AND CHECKED AGAINST MANUFACTURER!S
RECOMMENDED WE!GHTS,

GUARANTEE

THE CONTRACTOR SHALL FURNISH THE CWNER WITH A MAINTENANCE GUARANTEE IN WRITING COVERING
ALL ROOFING PERFORMED BY HIM.

SUCH SHALL GUARANTEE THE WORK TO BE FREE FROM ALL DEF=

ECTS IN MATERIAL AND WORKMANSHIP, AND FURTHER GUARANTEES IT TO BE WATER TIGHT AND NOT
OAMAGED BY WATER, SNOW, OR ICE, AND THAT IT WiLL REMAIN PLASTIC UNDER ALL TEMPERATURES
OF THIS AREA. SUCH GUARANTEE SHALL COVER THE RECTIFYING OF ANY OF THESE DEFECTS FOR
A PERIOD OF TWO (2) YEARS FROM THE DATE OF ACCEPTANCE OF THE WORK.

END, SECTION 10A
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SECTION 10e
SHEET METALWORK =~ GENERAL

1e GENERAL

A. SHOP CRAWINGS

SUBMIT SHOP DRAWINGS IN ACCORDANCE WITH "GENERAL CONDITIONS," AND SUBMIT ONE
6 INCH LENGTH FULL SI1ZE SAMPLE OF EACH FORMED SECTION ON EXTERIOR SHEET METAL
ITEMS FOR ROOF WORK.,

B. PAINTING CF GALVANIZED METAL

AFTER FABRICATION BUT BEFORE INSTALLATION, CLEAN SURFACES Wi TH GASOL INE,

COAT WITH SOLUTION OF 8 OUNCES COPPER SULPHATE TO THE GALLON OF WATER,

PERMIT COATING TO REMAIN ON SURFACES 12 HOURS, THEN DUST OFF WITH STIFF BRUSHES,
PAINT SURFACES WITH ONE COAT RED LEAD IN OiL TT-P-86A; SURFACES TO BE BUILT INTO
ROOFING PAINTED ONE COAT ASPHALT PRIMER OVER DRIED RED LEAD IN OlL PRIMER,

TOUCH UP DAMAGED AREAS |IN SHOP COAT WHICH WILL BE CONCEALED AFTER INSTALLATION.,
TOUCH=UP AND FINISH PAINTING OF EXPOSED SURFACES AS SPECIFIED UNDER "PAINTING
AND FINISHING,"

C. ELECTROLYTIC PROTECTION

WHERE ALUMINUM S IN CONTACT WI!TH. OTHER MATERIALS, PAINT CONTACT SURFACES 2
COATS APPROVED BITUMINOUS PAINT,

D. GUARANTEE

SHEET METAL=WORK 1S SUBJECT TO 2-YEAR GUARANTEE CALLED FOR IN "SPECIAL ConpiTIONS",

E. ALTERNATE

SEE SECTION HEADED "BASE Bips, AppiTIVE BIps & ALTERNATESY.
2.  MATERIALS

A, GENERAL

ALL MATERIAL BEST COMMERCIAL QUALITY, THICKNESS NOT LESS THAN THAT NOTED BELOW.,
USE HEAVIER GAUGES WHERE CALLED FOR IN |TEM SPECIFICATION OR NOTED ON DRAWINGS,

B. GALVANIZED STEEL

ARMco "ZINC-GRIP", OR BETHLEHEM OR REPUBLIC EQUIVALENT, 24 GAUGE, COPPER BEARING.,
IF suPPLIED WITH "PAINTGRIP" OR "PAINTLOK" TYPE FINISH, COPPER SULPHATE FINISH,
SPECIFIED ABOVE, MAY BE OMITTED,

C. SOLCER

BEST COMMERCIAL QUALITY, TYPE BEST SUITED TO MATERIAL TO BE SOLDERED,
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D, NAILS

GALVANIZED STEEL FOR GALVANI|ZED STEEL.
E. PLASTIC CEMENT
JOHNS=MANVILLE "ASBESTILE" FLASHING CEMENT, OR APPROVED EQUAL.

3. SHEET METALWORK

A. WORKMANSHIP - GENERAL

EXECUTE BY SKILLED MECHANICS ACCORDING TO BEST METHODS KNOWN TO CRAFT.,

LINES, MOLDINGS, EDGES SHARP AND TRUE, REINFORCED AS REQU!RED FOR STIFFNESS,

ALLOW FOR EXPANSION AND CONTRACTION, AND FOR SHRINKAGE OF WOOD CONSTRUCTION.
JOINTS AND SEAMS NEATLY FORMED AND FINISHED; SURFACES FREE FROM WAVES AND BUCKLES.
MAKE EXTERIOR WORK PERMANENTLY WEATHERTIGHT .

B, FLASHINGS =~ GENERAL

PROVIDE WHERE SHOWN ON DRAWINGS OR REQUIRED FOR A WEATHERTIGHT JOB,

CORNERS SHOP~FORMED AND SOLDERED, EXTENDING AT LEAST 1 FOOT EACH SIDE OF CORNER,
USE CONCEALED FASTENINGS WHEREVER POSSIBLE,

WHERE NECESSARY TO EXPOSE NAILING, USE LARGE~HEAD NAIJLS CAPPED WITH LEAD.,

C., COUNTER FLASHING

FORM TO DETAIL IN 8-FOOT LENGTHS OF GALVANIZED STEEL.

} WIDTH TO OVERLAP BASE FLASHING AT LEAST 4 incHES,

4 JOINTS AT ANGLES SHOP~=FORMED, AS ABOVE; LAPPED AT LEAST 3 INCHES ELSEWHERE,
PROVIDE WHEREVER ROOFS INTERSECT VERTICAL SURFACES, ELSEWHERE INDICATED.,

D. SHEET METAL GRAVEL STOPS, ROOF ECGINGS & FLASHINGS

FORM TO DETAIL IN 8=FOOT LENGTHS OF GALVANIZED STEEL.

PAINT SURFACES IN CONTACT WITH ROOFING WITH BITUMINOUS PAINT (oVER SHOP PRIMER).
> PROVIDE EDGE CLIPS OF 18 GAUGE GALVANIZED STEEL, NOT OVER 24" o,c,
i NAIL EDGE CLIPS SECURELY TO WOOD CANT AND SHINGLES OR FASCIA; LOCK GRAVEL STOP
OVER EDGE CLIPS,
SET GRAVEL sTops LAPPED 3"; LAP AWAY FROM DIRECTION OF PREVAILING WINDS AND SET
JOINT IN FULL BED OF PLASTIC CEMENT, -
BED FLANGE IN HOT BJTUMEN; NAIL THROUGH FLANGE 1 INCH FROM FRONT EDGE,
SPACE NAILS NOT MORE THAN 6 INCHES APART, OR AS REQUIRED BY ROOFING MANUFACTURER.

E., STRAINERS
ﬂ; REMOVABLE CUSTOM MADE BASKET TYPE, 1/2 INCH MESH 12 GAUGE GALVANIZED STEEL

WELDED OR WOVEN WIRE MESH,
INSTALL IN EACH DRAIN OUTLET; FIT TIGHT,
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F. CATCH BASIN & DCWNSPOUTS

PROVIDE !Y! TYPE CATCH BASINS LEADING TO CORRUGATED SQUARE, GALVANIZED STEEL OR
ALUMINUM,

1-3/4" x 2-1/4" x 8 orR 10 FOOT IN LENGTH.

LONGITUDINAL JOINTS LOCKED AND FULL SOLDERED, END JOINTS TELESCOPED,

SECURE TO WALL WI!TH STRAPS OF #20 GAUGE GALVANIZED STEEL OR ALUMINUM,

SOLDER STRAPS TO DOWNSPOUTS, FASTEN TO WALL WIJTH SCREWS,

END, SECTION 10
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SECTION 11A
PAINTING & DECORATING

GENERAL

THE FOLLOWING SPECIFICATIONS COVER THE COMPLETE PAINTING AND FINISHING OF ALL
WOOD, CONCRETE, UNFINISHED METAL AND OTHER SURFACES THROUGHOUT THE INTERIOR AND
EXTERIOR OF THE BUILDING, EXCEPT AS OTHERWISE SPECIFIED,

THE PAINTING CONTRACTOR SHALL SUPPLY ALL LABOR, MATERIALS, TOOLS, LADDERS,
SCAFFOLDING AND OTHER EGQUIPMENT NECESSARY FOR THE COMPLETION COF THIS WORK,

THE PAINTING CONTRACTOR SHALL EXAMINE THE SPECIFICATIONS FOR THE VARIOUS OTHER
TRADES AND SHALL THOROUGHLY FAMILIARIZE HIMSELF WITH ALL THEIR PROVISIONS RE=
GARDING THEIR PAINTING; HE SHALL UNDERSTAND THAT ALL SURFACES THAT ARE LEFT
UNFINISHED BY THE REQUIREMENTS OF OTHER SPECIFICATIONS, SHALL BE PAINTED OR
FINISHED AS A PART OF THIS CONTRACT.

COPPER, BRONZE, CHROMIUM PLATE, NICKEL, STAINLESS STEEL, ALUMINUM AND MONEL
METAL SHALL NOT BE PAINTED OR FINISHED, EXCEPT AS OTHERWISE SPECIFIED,

|F WOODWORK, METAL OR ANY OTHER SURFACE TO BE FINISHED CAN NOT BE PUT IN PROPER
CONDITION FOR FINISHING BY CUSTOMARY CLEANING, SANDING, AND PUTTYING OPERATIONS,
THE PAINTING CONTRACTOR SHALL IMMEDIATELY NITIFY THE GENERAL CONTRACTOR,
ARCHITECT OR OWNER IN WRITING; OR ASSUME RESPONSIBILITY FOR AND RECTIFY ANY
UNSATISFACTORY FINISH RESULTING,

STORAGE

A,

ALL MATERIALS USED ON THE JOB SHALL BE STORED IN A SINGLE PLACE DESIGNATED BY THE
OWNER OR SUPERVISING ARCHITECT, SUCH STORAGE PLACE SHALL BE KEPT NEAT AND CLEAN
AND ALL DAMAGE HERETO OR TO ITS SURROUNDINGS SHALL BE MADE GOOD, ANY OILY RAGS,
WASTE, ETC, MUST BE REMOVED FROM THE BUILDING EVERY NIGHT, AND EVERY PRECAUTION
TAKEN TO AVOID THE DANGER OF FIRE,

EXTRAS

A,

THE PAINTING CONTRACTOR SHALL NOT BE ENTITLED TO PAYMENT IN EXCESS OF THE AMOUNT
AGREED UPON IN HIS CONTRACT FOR ANY EXTRA WORK OVER AND ABOVE THAT SPECIFIED
HEREIN, UNLESS AUTHORIZED IN WRITING BY THE SUPERVISING ARCHITECT!s DULY
AUTHORIZED REPRESENTATIVE,

MATERIALS

A.

LLL MATERIALS USED ON THE WCRK SHALL EE EXACTLY AS HEREINAFTER SPECIFIED [N

BRAND AND QUALITY. NO CLAIM BY THE PAINTING CONTRACTOR AS TO THE UNSUITABILITY
OR UNAVAILABILITY OF ANY MATERIAL SPECIFIED, OR HIS INABILITY TO PRODUCE FIRST
CLASS WORK W|TH SAME, WILL BE ENTERTAINED UNLESS SUCH CLAIMS ARE MADE IN WRITING
AND SUBMITTED WITH HIs BID, ALL PAINTS, VARNISHES, ENAMELS, LACQUERS, STAINS,
PASTE FILLERS AND SIMILAR MATERIALS MUST BE DELIVERED IN THE ORIGINAL CONTAINERS,
WITH THE SEALS UNBROKEN AND LABELS |NTACT,
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ALL MATERIALS SHALL BE USED ONLY AS SPECIFIED BY THE MANUFACTURER'!S DIRECTION
LABEL ON THE CONTAINER.

ALL PAINTING MATERIALS, SUCH AS LINSEED ©OlL, SHELLAC, TURPENTINE, ETC, SHALL BE
PURE AND OF HIGHEST QUALITY, AND SHALL BEAR AN IDENTIFYING LABEL ON THE CONTAINER,

BIDS SHALL BE BASED ON THE USE OF THE GOODS OF THE SPECIFIC BRAND AND QUALITY AS
HEREINAFTER SPECIFIED, |F THE CONTRACTOR DESIRES TO USE THE MATERIALS OF A
MANUFACTURER OTHER THAN THE MATERIALS SPECIFIED, HE SHALL ACCOMPANY HIS BID WITH
SUCH REGUEST IN WRITING TO THE ARCHITECT FOR APPROVAL, GIVING THE NAME OF EACH
PRODUCT HE OFFERS AS A SUBSTITUTE, AND SHALL STATE THE DIFFERENCE IN PRICE PER
GALLON OF THE VARIOUS ITEMS, AND THE AMOUNT TO BE ADDED OR DEDUCTED FROM HIS BID
FOR SUCH SUBSTITUTION. AFTER THE AWARD, NO SUBSTITUTION OF MATERIALS FOR THOSE
MENTIONED IN THE ACCEPTED BID WILL BE PERMITTED.

ALL COLORS SHALL BE SELECTED OR APPROVED BY THE SUPERVISING ARCHITECT, IF
REQUIRED, THREE PANELS FOR FINISH AND COLOR SHALL BE PREPARED IN ADVANCE, WITH
THE MATERIALS AS SPECIFIED, FOR THE APPROVAL OF THE ARCHITECT.

WORKMANSHI1 P

A.

B.

C.

D.

E.

THE WORKMANSHIP SHALL BE OF THE VERY BEST, ALL MATERIALS EVENLY SPREAD AND
SMOOTHLY FLCWED ON WITHOUT RUNS OR SAGS, ONLY SKILLED MECHANICS SHALL BE EMPLOYED.

ALL SURFACES TO BE PAINTED, INCLUDING FLOORS, SHALL BE CLEANED FREE OF LOOSE DIRT
AND DUST BEFORE PAINTING [S STARTED.

ALL KNOTS, PITCH STREAKS AND SAPPY SPOTS SHALL FIRST BE TOUCHED UP WITH PRATT &
LAMBERT WP-5T8 SEALER OR SHELLAC WHERE THE FINISH CALLS FOR PAINT OR ENAMEL.

ALL NECESSARY PUTTYING OF NAIL HOLES, CRACKS, ETC., SHALL BE DONE AFTER THE FIRST
COAT, WITH PUTTY OF A COLOR TO MATCH THAT OF THE FINISH, PUuTTY SHALL BE BROUGHT
FLUSH WITH THE ADJOINING SURFACE IN A NEAT AND WORKMANLIKE MANNER.,

ALL METAL SURFACES SHALL FIRST BE WASHED WITH MINERAL SPIRITS, TO REMOVE ANY DIRT
OR GREASE, BEFORE APPLYING MATERIALS, WHERE RUST OR SCALE 1S PRESENT, 1T SHALL
B8E WIRE BRUSHED OR SANDPAPERED CLEAN BEFORE PAINTING, SHOP COATS OF PAINT THAT
BECOME MARRED SHALL BE CLEANED AND TOUCHED UP WITH THE PRATT & LAMBERT PRIMER
SPECIFIED,

ALL GALVANIZED METAL SURFACES SHALL BE CHEMICALLY TREATED WITH A COMPOUND
DESIGNED FOR THIs PURPOSE (L1¢ IFORM, STiBLOY, SOLFO METALLIC COATING, ETC.)

IN ACCORDANCE WITH MANUFACTURL S DIRECTIONS FOR USE, BEFORE APPLYING THE FIRST
COAT OF PAINT,

ALL SCRATCHES, CRACKS AND ABRASIONS IN PLYWOOD SURFACES AND OPENINGS ADJOIN]NG
TRIM, SHALL BE CUT OUT AS REQUIRED, THEN FILLED WITH SPACKLE, FLUSH WITH AD=
JOINING SURFACE, AND WHEN DRY SHALL BE SANDED SMOOTH AND SEALED BEFORE
APPLICATION OF PRIMING COAT,
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PAGE 3, SECTION 11A

THE PRIMING COAT ON PLYWOOD SHALL BE TINTED TO THE APPROXIMATE SHADE CF THE FINAL
COAT. THE CONTRACTOR SHALL SECURE COLOR SCHEDULES FOR ROOMS BEFORE PRIMING WALLS.

SURFACES TO BE STAINED SHALL BE COVERED WITH A UNIFORM COAT OF STAIN AND WIPED
OFF |F REQUIRED,

ALL UNDERCOATS OF PAINT AND ENAMEL SHALL BE OF THE SAME OR APPROXIMATE SHADE AS
THE FINAL COAT.

ALL WOODWORK TO BE FINISHED WITH ENAMEL OR VARNISH SHALL BE SANDED SMOOTH AND
THE SURFACE CLEANED BEFORE PROCEEDING WITH THE APPLIiCATION OF THE FIRST COAT.
ENAMEL OR VARNISH FINISH APPLIED TO WOOD OR METAL SHALL BE SANDED BETWEEN COATS
WITH FINE SANDPAPER, TO PRODUCE AN EVEN, SMOOTH FINISH,

ALL COATS SHALL BE THOROUGHLY DRY BEFORE APPLYING SUCCEEDING COATS.

ALL WORK WHERE A COAT OF MATERIAL HAS BEEN APPLIED MUST BE INSPECTED AND APPROVED
BY THE ARCH!TECT BEFORE THE APPLICATION OF THE SUCCEEDING SPECIFIED COAT, OTHER~
WISE NO CREDIT FOR THE COAT APPLIED WILL BE GIVEN, AND THE CONTRACTOR AUTOMATICALLY
ASSUMES THE RESPONSIBILITY TO RECOAT THE WORK IN GQUESTION. THE PAINTING CONTRACTOR
WILL FURNISH THE ARCHITECT A REPORT OF THE PARTICULAR COAT AFPPLIED WHEN COMPLETED
FOR INSPECTION AND APPROVAL TO COMPLY WITH THE ABOVE.

A}L INTERIOR TRIM SHALL BE BACK~PRIMED BEFORE INSTALLATION, WITH PRATT & LAMBERT
INTERIOR TrRiM PRIMER OR APPROVED EQUAL.

ALL EXTERIOR TRIM SHALL BE BACK=PRIMED BEFORE INSTALLATION, WITH PRATT & LAMBERT
House PAINT EXTERIOR PRIMER. ToPS OF ALL UPPER SASH AND BOTTOMS OF ALL LOWER
SASH SHALL BE FINISHED SAME AS BALANCE OF SASH.

ALL PULLEY STILES SHALL BE OILED WITH BOILED LINSEED OlL,

Tops, BOTTOMS AND EDGES OF DOORS SHALL BE FINISHED SAME AS BALANCE OF DOORS
AFTER THEY ARE FITTED BY THE CARPENTER,

ALL CLOSETS AND THE INTERIOR OF ALL CABINETS SHALL BE FINISHED THE SAME AS
ADJOINING ROOMS, UNLESS OTHERWISE SPECIFIED, ALL OTHER SURFACES SHALL BE FINISHED
THE SAME AS NEAREST OR ADJOINING SURFACES UNLESS OTHERWI] SE SHOWN,

THE INSIDES OF ALL DRAWERS SHALL BE GIVEN ONE COAT OF PURE WHITE SHELLAC AND
ONE COAT OF PRATT & LAMBERT "38" PALE TRIM VARNISH GLoSSs PR APPROVED EQUAL.

EXTERIOR PAINTING SHALL NOT BE DONE WHILE THE SURFACE 1S DAMP, OR DURING RAINY OR
FROSTY WEATHER,

\HERE INTERIOR OR EXTERIOR WOOD AND METAL ARE PRIMED IN THE MILL OR SHOP, THE
MATERIAL SHALL IN EVERY CASE BE THAT SPECIFIED FOR SUCH SURFACES, AND SHALL BE
USED I|N ACCORDANCE WITH THE MANUFACTURER'S DIRECTIONS FOR THE FIRST OR PRIME COAT,
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PAINTING & CECORATING
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PAINTING & CECORATING

V., THE PAINTING CONTRACTOR SHALL NOT ONLY PROTECT H!S WORK AT ALL TIMES, BUT SHALL
ALSO PROTECT ALL ADJACENT WORK AND MATERIALS BY SU| TABLE COVERING OR OTHER METHOD
DURING THE PROGRESS OF HIS WORK, UPON COMPLETION OF THE WORK, HE SHALL REMOVE
ALL PAINT AND VARNISH SPOTS FROM THE FLOORS, GLASS AND OTHER SURFACES, HE SHALL
REMOVE FROM THE PREMISES ALL RUBBIS&H AND ACCUMULATED MATERIALS OF WHATEVER
NATURE NOT CAUSED BY OTHER TRADES AND SHALL LEAVE THE WORK IN CLEAN, ORDERLY AND
ACCEPTABLE CONDITION,

W. ALL LETTERING SHALL BE EXECUTED IN STYLE AND DESIGN AS DIRECTED BY THE ARCHITECT,
BY SKILLED AND CAPABLE MECHANICS EMPLOYED FOR THIS WORK,

EXTERIOR PAINTING

A. ALL CFPA MEDIUM DENSITY OVERLAY PLYWOOD SHALL BE GIVEN 1 coaT P&L Housge PAINT
PRIMER #305; 2 coATs P&L Low LusTER House PAINT.

B, ALL LCFPA TEXTURE 1-11 SHALL BE GIVEN 2 coaTs P&L EXTERIOR RusTIC STAIN,

C. ALL Woop SUN SCREEN AND BEAMS SHALL BE GIVEN L COAT P&L EFFecTO PRIMER; 2 COATS
P&L EFFECTO ENAMEL.

Q D. ALL Woop FASCIA, AND MISCELLANEOUS WOOD, PIERS AND FLOOR BEAMS SHALL BE GIVEN
L cOAT P&L Houst PAINT PRIMER #305; 2 coaTs P&L Low LusTER HOUSE PAINT.

E, ALL Woop DECKS SHALL BE GIVEN 3 COATS P&L "61" FLOOR AND PORCH ENAMEL. NOTE:
1ST COAT TO BE THINNED WITH ONE QUART MINERAL SPIRITS TO ONE GALLON ENAMEL;
AND THE FINAL COAT TO CONTAIN L LB, WALNUT SHELLS FOR SKID=PROOFING,

3 F. ALL SHEET METAL FLASHING AND MISCELLANEOUS FERROUS METALS SHALL BE GIVEN 1 COAT
P&L #25 ZINC CHROMATE PRIMER; 2 COATS P&L EFFECTO ENAMEL. NOTE: ALL GALVANIZED

B METAL TO BE TREATED ACCORDING TO SECTION "F'" unDER "WCRKMANSHIP",

Te INTERIOR PAINTING

¥ A, ALL DFPA FIR PLYWOOD SHALL BE GIVEN L COAT P&L FILTEX, SANDED LIGHTLY; 1 COAT
- P&L TONETIC WooDp STAIN; 1 coAT P&L "38" PALE TRIM VARNISH GLOSS, SANDED; 1 COAT
P&L "38" PALE TRIM VARNISH SATIN OR DuLL.

A B. ALL WOOD SASH SHALL BE GIVEN 1 COAT P&L INTERIOR TRIM PRIMER; 2 COATS P&L
CeELLU~TONE SATIN

C, ALL LOW ROOF CEILINGS (CFPA MEDIUM DENSITY OVERLAY PLYWOOD) SHALL BE GIVEN 1
cOAT P&L INTERIOR TRIM PRIMER; 1 cOAT P&L LyT~ALL FLOWING FLAT,

END, SECTION 11A
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SECTION Ilp
GLASS & PLASTIC GLAZING

SECTION 11D
GLASS & PLASTIC GLAZING

A. FURNISH AND INSTALL ALL CRYSTAL GLASS, WIRE GLASS AND PLASTIC AS SHOWN ON THE DRAWINGS AND

AND DESCRIBED H REIN,

MATERIAL

A, CRYSTAL SHEET GLASS = 3/16" HEAVY SHEET GLASS AS MANUFACTURED BY L1sBY~CWENS=FORD, PITTSBURG
PLATE GLASss COoMPANY, OR APPROVED EQUAL,

B. PLASTIC GLASS - 8 oz. "FiLoN" OR APPROVED EQUAL. COLOR TO BE SELECTED BY CWNER,

C. WIre GLASS =~ /4" poLisHED MIsco, AS MANUFACTURED BY Miss. GLAss CoMPANY OR APPROVED EQUAL.

APPLICATION

A. GENERAL

I

GLASS SHALL BE CUT AND SET AS TO ALLCW "saves" To RUN HORIZONTALLY.
RABBETS AND STOPS SHALL BE PRIMED, CLEAN, AND DRY BEFORE ANY GLAZING IS DONE.

CUT GLASS ACCURATELY; BLOCK TO FIT OPENING ALL AROUND,

SASH EQUIPPED WITH WOOD STOPS =~ BED GLASS IN PUTTY, SECURE STOPS NEATLY, Wi THOUT
DEFACEMENT.,

CLEANING BY GENERAL CONTRACTOR.

Do NO GLAZING WHEN TEMPERATURE 1S BELOW 40 peGrees F., OR WHEN DIRT IS PRESENT, Do No
GLAZING IN WET WEATHER, EXCEPT UNDER COVER.

END, SECTION 1lp




DIVISION 11F
CAULKING

DIVISION 11F
CAULKING

1. GENERAL

A., THE CONTRACTOR SHALL PROVIDE ALL |ITEMS, ARTICLES, MATERJALS, OPERATIONS AND
SERVICES MENTIONED OR SCHEDULES ON THE DRAWINGS AND/OR MENTIONED HEREIN, |INCLUDING
ALL LABOR, MATERIALS, EQUIPMENT AND INCIDENTALS NECESSARY AND REQUIRED FOR THEIR
COMPLETION.,

B, WORK IN OTHER SECTIONS: VAPOR BARRIER
2. CAULKING
A. MATERIAL = A, C, HORN, VULCATEX KAUKIT, OR APPROVED EGUAL,

B, APPLICATION = JOINTS CLEAN, FREE FROM DUST AND DIRT, JOINTS OVER 3/4" DEEP
PACK WITH OAKUM TO WITHIN 3/4" OF SURFACE. APPLY COMPOUND AS PER MANUFACTURER'S
INSTRUCTION TO FIT JOINT, FILL ALL JOINTS BEFORE FINAL COAT OF PAINT, REMOVE
ANY EXCESS, LEAVE ALL NEAT, CLEAN, AND WATERTIGHT,.

C. AREA TO BE TREATED =~ JOINTS AROUND FRAMES OF DOORS, WINDOWS, OTHER OPENINGS, IN
EXTERIOR WALLS AND OTHER JOINTS WHERE NECESSARY AND/OR INDICATED TO BE CAULKED,
OR AS DIRECTED.

END, SECTION 11F
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CIVISION 1ko
CHALKBOARD, TACKBOARD. PEGBOARD

GENERAL

A. APPLICABLE NOTES AND REFERENCES CALLED OUT ON THE DRAWINGS SHALL BE CONSIDERED
A PART CF THIS SECTION OF THE SPECIFICATIONS,

MATERIAL
A. CHALKBOARD % TACKBOARD SHALL BE CURASLATE AS MANUFACTURED BY P. B. S. SUPPLY
COMPANY, 1321 ALOHA STREET, SEATTLE 9, WASHINGTON, OR APPROVED EGUAL. MANUFAC=

TURED AS DETAILED ON THE DRAWINGS AS TO SIZE AND TYPE, COLOR AS SELECTED BY
SUPERVISING ARCHITECT.

B, PEGBOARD SHALL BE STANDARD 1/4" PERFORATED DFPA A~A PLYWOOD OR APPROVED EGUAL.,

INSTALLATION

A. GENERAL CONTRACTOR SHALL INSTALL ON SITE IN ACCORDANCE WITH CRAWINGS AND UNDER
SUPERVISING ARCHITECT!S DIRECTION.

S1ZES

A. SIDEWALL OF CLASSROOM SHALL RECEIVE A 41X8! CHALKBOARD WITH A b1xl! CORKBOARD ON
BOTH ENDS, COMPRISING A TOTAL UNIT OF 41 HigH BY 16! LONG,

B, ENDWALL OF CLASSROOM SHALL RECEIVE A 41x8t cHALKBOARD,

ALTERNATES

SEE ALTERNATES 1E FOR ANY SPECIAL CONDITIONS LISTED BY SUPERVISING ARCHITECT OR OWNER.,

END, CIVISICN 1lo

CHALKBOARD, TACKBOARD, PEGBOARD




GENERAL

DIVISION 13 - FLOOR COVERING
SUPPLEMENTARY CLASSROOM #1

134 - RESJILIENT FLOOR COVERING

ENTIRE INTERIOR FLOOR AREA TO BE COVERED,

TEMPERATURE TO BE MAINTAINED

NOT LOWER THAN 7O DEGREES F. FOR 48 HOURS BEFORE LAYING, DURING LAYING AND FOR 48
HOURS AFTER LAYING.

CELIVERY OF MATERIAL

CELIVER [N UNBROKEN PACKAGES, MANUFACTURER'S ORIGINAL LABELS THEREON, Do NOT REMOVE
LLABELS OR OPEN PACKAGES UNTIL INSPECTED AND APPROVED BY ARCHITECTS,

CCLCRS AND PATTERNS

ARCHITECT WILL SELECT FROM SAMPLES SUBMIJTTED BY CONTRACTOR FROM PRICE GROUP
HEREINAFTER NAMED,

MATERIALS

ARMSTRONG OR APPROVED EGUAL., 9X9 INCH S1ZE., SELECTED FROM GRADE "C" WITH A GRADE
"D" TILE TO BE USED AS STRIPING UNDER BEAMS,

JNSTALLATION

A. PREPARATION OF SURFACE
SEE THAT SURFACES ARE I[N PROPER CONDITJON FOR INSTALLATION OF COVERING,
REMOVE GREASE, DIRT AND OTHER FOREIGN SUBSTANCES, FILL OPEN JOINTS WIDER
THAN 1/16" WITH HARDSETTING MATERIAL.

B, METHOD OF |NSTALLATION

FOLLOW STANDARD SPECIFICATIONS OF ASPHALT TILE INSTITUTE.

RUBBER BASE

PROVIDE A 2% INCH MOULDED RUBBER BASE AS CALLED FOR ON THE DRAWINGS. INSTALL AS
PER MANUFACTURER'!S SPECIFICATIONS,

END, SECTION 1i3A
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ELECTRICAL WORK

DIVISION 19a
FLECTRICAL WORK

GENERAL

A. SCOPE: |INCLUDED IN THE ELECTRICAL WORK 1S ALL WORK AND RELATULD | TEMS NECESSARY TO PROVIDE
A COMPLETE ELECTRICAL INSTALLATION; FURNISH ALL LABOR, MATERIAL AND TooLS, ETC,

B. PLANS: DRAWING IS DJAGRAMMATIC AND RJGHT 1S RESERVED TO MAKE REASONABLE CHANGES IN LOCATION
AND ARRANGEMENT WITHOUT EXTRA COST TO THE OWNER,

C. CODES: ALL WORK SHALL CONFORM TO THE NATIONAL, STATE AND LocAL ELecTRicAL CoDES, WHICH SHALL
BE A MINIMUM STANDARD. ALL WORK SHALL BE APPROVED BY THE ELECTRICAL INSPECTOR; FURNISH CER-

TIFICATE OF INSPECTION TO OWNER,
D. WORKMEN: ALL WORK SHALL BE DONE BY COMPETENT CRAFTSMEN.

MATERIALS

ALL MATERIALS SHALL BE NEW, FREE FROM DEFECTS AND LISTED AS APPROVED BY THE UNDERWRITERS LABORATORIES,
INc. EACK TYPE OF MATERIAL SHALL BE OF THE SAME MAKE AND QUALITY THROUGHOUT THE WORK. ANY MATERIAL
NOT EXACTLY "AS sPECIFIED" SHALL BE APPROVED BY THE ARCHITECT.

A. RACEWAYS: ALL CONDUIT SHALL BE GALVANIZED AND SHEARDIZED STEEL OR ALUMINUM, WIREMOLD SHALL
BE AS MANUFACTURED BY THE WIRemoLD COMPANY.

B. COUPLINGS AND CONNECTIONS FOR TUBING SHALL BE SPLIT CORRUGATED RING AND TIGHTENING NUT, OR
STAINLESS STEEL GRIPPING RING,

C. CONDUIT FITTINGS SHALL BE CAST OR MALLEABLE IRON OR CAST ALUMINUM.
D. UNJON JOINTS IN RIGID CONDUIT: ERICKSON OR O0-Z SPLIT COUPLINGS,

E. CONDUIT: ALL RACEWAY SHALL BE INSTALLED IN A NEAT WORKMANLIKE MANNER, PROVIDE AMPLE CLEAR=-
ANCE AROUND OTHER MATER]ALS. BOXES SHALL BE INDEPENDENTLY AND SECURELY SUPPORTED.

F. GROUNDING: EXERCISE CARE TO INSURE CONTINUJTY OF GROUNDING CONNECT|ONS THROUGHOUT THE JOB.,
FIXTURES AND OUTLETS CONNECTED WITH WIREMOLD SHALL BE GROUNDED WITH A SEPARATE GREEN GROUND=WI|RE,

G. WIRE AND CABLE: NaTionaL ELecTrRicAL Cope, TYPE R, RHW, RH, RW, TW, THW AND AF INSULATED
COPPER CONDUCTOR.

H. MINIMUIM WIRE SIZE: LIGHTING AND POWER #|2AWG; FIXTURE WIRE #14AwWG,
|. WIRE PULLING SHALL BE DONE IN A WORKMANLIKE MANNER WITHOUT NICKING OR PEELING INSULATION,

J. FIXTURES SHALL BE NEATLY INSTALLED AND THOROUGHLY CLEANED PRIOR TO FINAL ACCEPTANCE,
CONTRACTOR SHALL BE RESPONSIBLE FOR ALL BREAKAGE AND REPLACE AT NO ADDITIONAL COST TO THE

OWNER,

K. SURFACE DEV]CES sSHALL BE IN CAST BOXES OR WIREMOLD BOXES.

-
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ELECTRICAL WORK

TESTS: ALL WIRING SHALL BE TESTED ACCORDING TO STANDARD PRACTICE TO THE SATISFACTION OF THE

ARCHITECT AND THE OWNER.,

NOTE: See DijvisioN 20 FOR OUTSIDE WIRING BETWEEN EXISTING POWER SOURCE AND NEW CLASSROOM, 5

ALSO SUPERVISING ARCHITECT'!S PLOT PLAN,

DRAWINGS: SEE DRAWINGS FOR TYPES OF FIXTURES AND HEATING UNITS PLUS ADDITIONAL NOTES.

END, DIVISION 19A




